
VERTICAL COLUMN JOINT

NOTE:
THESE STANDARD DETAILS DO NOT
INCORPORATE FIRE BARRIER
REQUIREMENTS AROUND WINDOW
OPENINGS AND FLOOR SLABS.
THESE INTERFACING
REQUIREMENTS MUST BE
REVIEWED WITH THE LOCAL FIRE
INSPECTOR BEFORE FINALISATION
OF DETAILS.

C
O

L
U

M
N

 L
E

N
G

T
H

C
O

L
U

M
N

 L
E

N
G

T
H

BO

15

VARIES PROJECT SPECIFIC

15

15

30

10

11

40

A

C

C

B

BO

D

C

B

A

BO
INDICATIVE FINISHES NOT BY
TELLING Eg :

JOINT SEALANTS/ BACKING ROD

COMPRIBAND JOINT BACKING

SOLID PACKERS / ISOLATION PADS

SUBSTRATE FIXINGS

INSULATION

BREATHER MEMBRANE

CEMENT PARTICLE / LINING BOARD

STEEL FRAMING SYSTEM

INTERNAL FINISHES

GLAZING SYSTEMS AND SEALS

CLOSURE TRIMS / FLASHINGS

NORSKREEN® M4 PANEL

KEY COMPONENT LEGEND

ALUMINIUM SUPPORT ANGLE

STAINLESS STEEL SUPPORT
BRACKET

HORIZONTAL JOINT BRACKET
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